
Prod-# Produkt (Deutsch / German) Product (Englisch / English) Einheit/Unit Notizen/Notes

MM-metall SS-StahlKeramik MM-metal SS-steelceramic
200 MM-metall SS-StahlKeramik, pst. MM-metal SS-steelceramic, pst. 1000 g
249 Härter gelb, pst. Hardener yellow, pst. 50 g
248 Härter rot, pst. Hardener red, pst. 100 g

MM-metall SQ MM-metal SQ
300 MM-metall SQ, pul. MM-metal SQ, pow. 1000 g
301 Härter SQ2, fl. Hardener SQ2, liq. 220 g
302 Härter SQ8, fl. Hardener SQ8, liq. 220 g

MM-metall SS-Stahl 382 MM-metal SS-steel 382
217 MM-metall SS-Stahl 382, pst. MM-metal SS-steel 382, pst. 1000 g
249 Härter gelb, pst. Hardener yellow, pst. 50 g
218 MM-metall SS-Stahl 382, fl. MM-metal SS-steel 382, liq. 1000 g
250 Härter gelb, fl. Hardener yellow, liq. 50 g

MM-metall SS, pastöse Konsistenz MM-metal SS, pasty consistency
201 MM-metall SS-Stahl, pst. MM-metal SS-steel, pst. 1000 g
205 MM-metall SS-Aluminium, pst. MM-metal SS-aluminium, pst. 600 g
209 MM-metall SS-Kupfer, pst. MM-metal SS-copper, pst. 1000 g
211 MM-metall SS-Bronze, pst. MM-metal SS-bronze, pst. 1000 g
249 Härter gelb, pst. Hardener yellow, pst. 50 g

MM-metall SS, flüssige Konsistenz MM-metal SS, liquid consistency
202 MM-metall SS-Stahl, fl. MM-metal SS-steel, liq. 1000 g
206 MM-metall SS-Aluminium, fl. MM-metal SS-aluminium, liq. 600 g
210 MM-metall SS-Kupfer, fl. MM-metal SS-copper, liq. 1000 g
212 MM-metall SS-Bronze, fl. MM-metal SS-bronze, liq. 1000 g
250 Härter gelb, fl. Hardener yellow, liq. 50 g

MM-metall oL-StahlKeramik MM-metal oL-steelceramic
2460 MM-metall oL-StahlKeramik, pst. MM-metal oL-steelceramic, pst. 1000 g
249 Härter gelb, pst. Hardener yellow, pst. 50 g
248 Härter rot, pst. Hardener red, pst. 100 g
246 MM-metall oL-StahlKeramik, pst. MM-metal oL-steelceramic, pst. 500 g
253 Härter gelb, pst. Hardener yellow, pst. 25 g
248 Härter rot, pst. Hardener red, pst. 100 g

MM-metall UW MM-metal UW
1160 MM-metall UW, pul. MM-metal UW, pow. 1000 g
1170 Härter UW3, fl. Hardener UW3, liq. 250 g
1180 Härter UW9, fl. Hardener UW9, liq. 250 g
116 MM-metall UW, pul. MM-metal UW, pow. 500 g
117 Härter UW3, fl. Hardener UW3, liq. 125 g
118 Härter UW9, fl. Hardener UW9, liq. 125 g

Ceramium® Ceramium®

601 Ceramium, pst. Ceramium, pst. 695 g
611 Härter CE, pst. Hardener CE, pst. 55 g
602 Ceramium, fl. Ceramium, liq. 695 g
607 Härter CE, fl. Hardener CE, liq. 55 g

Ceramium® CH Ceramium® CH
622 Ceramium CH, pst. Ceramium CH, pst. 1000 g
623 Härter CH1, pst. Hardener CH1, pst. 75 g
624 Härter CH1, fl. Hardener CH1, liq. 65 g
625 Härter CH2, pst. Hardener CH2, pst. 80 g
626 Härter CH2, fl. Hardener CH2, liq. 70 g

XETEX® BD XETEX® BD
455 XETEX BD, pst. XETEX BD, pst. 750 g
456 Härter BD, fl. Hardener BD, liq. 50 g
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VP 10-017 VP 10-017
705 VP 10-017, fl. VP 10-017, liq. 800 g
706 Härter VP 10-017 rot, fl. Hardener VP 10-017 red, liq. 400 g
707 Härter VP 10-017 grau, fl. Hardener VP 10-017 grey, liq. 400 g

VP 10-500 VP 10-500
701 VP 10-500, pst. VP 10-500, pst. 650 g
711 Härter VP 10-500, pst. Hardener VP 10-500, pst. 650 g
702 VP 10-500, str. VP 10-500, br. 650 g
712 Härter VP 10-500, str. Hardener VP 10-500, br. 650 g

Molymetall® Molymetall®

401 Molymetall, pst. Molymetall, pst. 800 g
403 Härter Molymetall, pst. Hardener Molymetall, pst. 30 g
404 Härter Molymetall, fl. Hardener Molymetall, liq. 30 g

Sealium® Sealium®

551 Sealium, fl. Sealium, liq. 2000 ml

MM-metall S MM-metal S
101 MM-metall S-Stahl, pul. MM-metal S-steel, pow. 1000 g
102 MM-metall S-Eisen, pul. MM-metal S-iron, pow. 1000 g
105 MM-metall S-Aluminium, pul. MM-metal S-aluminium, pow. 650 g
108 MM-metall S-Kupfer, pul. MM-metal S-copper, pow. 1650 g
109 MM-metall S-Bronze, pul. MM-metal S-bronze, pow. 1650 g
147 Härter S8, fl. Hardener S8, liq. 250 g
148 Härter S15, fl. Hardener S15, liq. 250 g

MM-Elastomer MM-Elastomer
951 MM-Elastomer 95, pst. MM-Elastomer 95, pst. 370 g
952 MM-Elastomer 95, fl. MM-Elastomer 95, liq. 370 g
953 MM-Elastomer 95, str. MM-Elastomer 95, br. 370 g
962 Härter EL95, fl. Hardener EL95, liq. 110 g
956 MM-Elastomer 85, fl. MM-Elastomer 85, liq. 370 g
964 Härter EL85, fl. Hardener EL85, liq. 110 g
958 MM-Elastomer 65, fl. MM-Elastomer 65, liq. 370 g
966 Härter EL65, fl. Hardener EL65, liq. 74 g
960 MM-Elastomer 40, fl. MM-Elastomer 40, liq. 370 g
968 Härter EL40, fl. Hardener EL40, liq. 89 g

MM-Sets MM-Sets
802 MM-Basic Set MM-Basic Set Stück / pc
803 MM-Set SS MM-Set SS Stück / pc
804 MM-Set oL MM-Set oL Stück / pc
805 MM-Set UW MM-Set UW Stück / pc
806 MM-Set VP 10-500 MM-Set VP 10-500 Stück / pc

Zubehör Accessories
10 MM-Lösung Z, fl. MM-Degreaser Z, liq. 1000 ml
11 MM-Lösung Z, fl. MM-Degreaser Z, liq. 250 ml
14 MM-Trennmittel, fl. MM-Release agent, liq. 100 ml
33 Mischplatte (Kunststoff) Mixing plate (synthetic material) 20 x 12 cm
16 Mischstab (rostfreier Stahl) Mixing stick (stainless steel) Stück / pc
15 Mischbecher (Kunststoff) Mixing cup (synthetic material) Stück / pc
25 Messlöffel rot Measuring spoon red Satz / set
26 Messlöffel gelb Measuring spoon yellow Satz / set
29 Messlöffel VP 10-500 Measuring spoon VP 10-500 Satz / set
18 Gewebeband (rostfreier Stahl) Fabric tape (stainless steel) 100 x 10 cm
20 Gewebeband (Glasfaser) Fabric tape (glass fibre) 1000 x 5 cm
22 Gewebematte (Glasfaser) Fabric mat (glass fibre) 30 x 40 cm
23 Applikationsroller Application roller Stück / pc
34 Temperaturindikator (Einweg) Temperature indicator (one-way) 15 Stück / pc

Hinweise / Notes: Version (20.11.2013)
Konsistenz/consistency: pst./pst.=pastös/pasty; fl./liq.=flüssig/liquid; pul./pow.=pulvrig/powdery; str./br.=streichbar/brushable

EXW = Lieferung ab Lager Deutschland excl. Verpackung / delivery ex works stock Germany excl. packing
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